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A. Specifications
Dual-core Arm® Cortex®-A78 processor Media MT8370 @2.0 GHz
Plus
Quad-core Arm Cortex-A55 processor
LPDDR4X 8GB
Memory
eMMC 64GB
- RJ45 1Gb X1
RJ45 2.5Gb X1
Wi-Fi 802.11 a/b/g/n/ac/ax 2T/2R X1
Wireless
Bluetooth 5.4 X1
USB 2.0 type-A X1
Micro USB OTG X1
USB 3.0 type-A X1
USB 3.0 type-C X1
Micro USB X1
DB-9 X1
7” LCM touch panel X1, 1200*1920
speakers X2, 2W+2W stereo
Speakerphone jack X1, stereo
Digital microphone jack X1, stereo
M.2 key A/E X1
M.2 Key B X1
Add on Nano SIM socket X2 (connected to M.2 key B)
connector PCle EXP X1, 36-pin
Raspberry Pi connector X1
CAN BUS connector X1
—— Micro SD sleeve X1
CAN BUS connector X1
PCBA: 168.2mm*176mm
Dimensions Enclosure: 183mm*175mm*46mm
SOM module: 82mm*50mm
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B. Appearance (183mm*175mm*46mm)
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C. Block diagram

Carrier board SOM module CPU
314-pin SMARC slot 314-pin SMARC gold fingers

LPDDR4X 4GB ‘ EMI2/EMI3 TouchO *
eMMC5.1 64GB —{MSDCO .

{spi LCMO
LPDDR4X 4GB EMIO/EMI1 -

- oPI GENIO 510 | T2
micro SD card N MT8370 12C_HDMI ”
[ p—|
e kerek PCI EXP 36 P

@ﬂcro USB OTG

M.2 key B
Raspberry Pi

connector

E—

t

USB -> [
SYSRSTB ‘ PA2W SPE:::; ssehtafe
PWRAP ‘ PMIC / TR
: AUDIO Audio
Micro USB USB > UARTO CLKSQ&PLL | -

— | | =
DB-9 UART L :
m Driver ‘ UART1 Audio phone jack

D ‘ UART2(option with Pi)
phenix .
ECRs N PMIC / DC
TX/RX
= bcuk Jack
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D. PCBA (170mm*170mm)

D-1. Top of PCBA

Carrier board

SOM module
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D-2. Back of PCBA

1(LCM)

2(Camera module)
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D-2-1. Module specifications

page: 10 / 19

/O # module Specifications
1 LCM ® 7.02” TET LCD, 94.5mm (H)* 151.2mm (V)
® Capacitance touch panel
® 1200x1920 pixels, 16.7M colors
® [2Cinterface
2 Camera ® Diagonal 5.867mm
module ® 13 Mega-pixel CMOS sensor with a square-pixel array
IMX214 ® Single Frame HDR with equivalent full pixels
® Full resolution @30fps

HDR 4K3K @30fps
HDR 1080p @60fps
MIPI CSI2 4-lane interface
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D-3. SOM (System On Module) board (82mm*50mm)

WiFi+BT module

(802.11 a/b/g/n/ac/ax 2T/2R)

314-pin SMARC gold fingers
(Bluetooth 5.4)

RGMII PHY

MT8370 Processor

LPDDR4

J38 .
ANT_WIiFi #2 - ;
5G/2.4G / eMMC
Dual band
J39
ANT_WiFi #1
5G/2.4G 137
Dual band ANT_BT
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E. I/0 connectors
10(CON1)
7 (J34) 9 (J1) 12 (CN1)
>(Lb2) 11 (J5 13 (J35 SOM module)
4(LD1) 6 (J32) (J5)
14 (LED2)
3(J11) 8 (CON2) (on the bottom side)
15 (LED1)
2 (112) (on the bottom side)
16 (SW1)
1(24) 17(SW4)
/ 18 (SW3)
34(19) __19(SW2)
33(CON3) —— 20 (14)
32(CON4) S~ 113
31(47) 22(BAT1)

3008) 23(P1)

29(J17) 24(CN4)

28(J20)

26(JP3) 25(J6)

27(J19)
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E-1. 1/0 connector description
1/O # Location Description 1 Description 2 Remark
1 114 USB 2.0 type-A
2 112 USB 3.0 type-A
3 J11 USB 3.0 type-C
4 LD1 GPIO3 OUT LOW active optional
5 LD2 USB link optional
6 132 RJ45 Ethernet 2.5Gb
7 134 RJ45 Ethernet 1.0Gb
8 CON2 SD card slot
9 J1 I2S pin header See D-1-1
10 CON1 Micro USB OTG
11 J5 Power on start configuration short- Auto start with DC power-
up
open -manual start
12 CN1 12VDC input jack
13 135 314-pin SMARC connector For SOM
14 LED2 Tri-color LED Software-driven via 12C
15 LED1 Tri-color LED Software-driven via 12C
16 SW1 SOM power button
17 SW4 Home key To SOM rset_out#
18 SW3 SOM download button
19 SW2 SOM reset button To SOM rset_in#
20 J4 Digital Microphone jack
21 13 J3A-lower deck-HDMI connector
J3B- upper deck- DP connector
22 BAT1 RTC battery CR1220/3V
23 P1 UARTO on SMARC (SOM) DB9 connector See D-1-2
24 CN4 UART1 on SMARC (SOM) Micro USB connector See D-1-3
25 J6 JB6A- RS485 1/0 See D-1-4
J6B- CAN bus I/0

26 JP3 RS485 termination resistor See D-1-5
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/O # Location Description 1 Description 2 Remark
27 J19 UART2_RXD selection See D-1-6
28 J20 UART2_TXD selection See D-1-6
29 117 Raspberry Pi connector See D-1-7
30 J8 5G module M.2 NGFF KEY B connector
31 17 2C_2 1/0 See D-1-8
32 CON4 Micro SIM connector SIM2 to 5G module J8
33 CON3 Nano SIM connector SIM1 to 5G module J8
34 19 Supply power from VSYS to See D-1-9

VSYS_5G
E-1-1. J1- 12S pin header

J1

o

ME_SIP-2x6P
12SIN_BCK 1 2 12SIN_MCK |_;;
751N D0 3] 21z OoIN WS -
7507 BCR 5|3 4% TS02 D0
7502 WS 75 613 502 _MCR S
12502 D1 9|7 8 [0 2502 D3 <
2500 D7 719 101712

- 1M1 12
E-1-2. P1- UARTO on SMARC (SOM)
SMARC URO / DB-9 P1
RS232 CON
et
O_ﬁ —
CC 8 " TS
o 3 TXD
o 7 RTS
2 RXD
10| . °T%
11 CC 1
~J CROSS OVER
D-SUB 9P
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E-1-3. CN4- UART1 on SMARC (SOM)

5V_UARTO
o)
CN4
9 1
M UARTO_DM
D- 4013 UARTO_DFP
7 PP 1CI=
el T
q e} =] — _—D|%|a - gg: — 3(’—'36.'
USB_micro-B Q9 iy cC
am =2 >>
mm £= £
N 52 S a 33
55 AR &8
o 3% o BE oof §E
<<
A0

E-1-4. J6A- RS485 1/0 ,J6B- CAN bus 1/0

JBA
1
| 1
485A 2
—* 4858 3|2
13
I| 4
J6B
21
; 22 ||' CANH
c[23 CANL
» [24 ||'
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E-1-5. RS485 termination resistor
+3.3V
181 JBA
C/390 ||| 1 1
BIT3 ,~~_ FB470ohm _ 485A 2 5
BIT2 ~—__FB4700hm - _485B 3
188 || 1 i
C134 C13
HDR[1x2_100 MIL TH

191
C/390

E-1-6. J19- UART2_RXD selection/ J20- UARTZ2_TXD selection

J19

2. 54-1X3AB
485-RX p
RasPi URXD2 3v3 2 | <
EI 3 UA1CTSn
N

J20

254-1X3AB

1 485-TX >

RasPi_UTXD2 3V3

3 __UA1RTSn
= >

N
(o

Note:
RasPi_URXD2_3V3 comes from SOM UART2_RXD(1.8V) via a 3.3V level shifter.

As default with pin 1-2 short in J19, J20, UART2 RX/TX will be sent to 485-RX/TX.
None of UART1 and UART2 have the CTS/ RTS flow control signals.
UA1_CTSn and UA1_RTSn came from SOM by software coding and then combined with UA1_TXD/

S

UA1_RXD as a group.
5. P1(DB9) can use all four signals of TXD/ RXD/ CTS/ RTS, please keep pin-23 short in J19 and J20 for P1 with

flow control which will also disable 485-TX and 485-RX signals.
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CORTADO®bin (GTI-MT510)- Quick Start Guide

VRasPi_3V3 T VDD_5V
© B210R ©
B210R
1 2
RasPi_ SDAZ 3V3 311 2[4
RasPi_SCL2 3V3 512 4%
RasPi_GPI030 3V3 712 63 RasPi_UTXD2_3V3
5|/ &[0 RasPi_URXDZ 3V3
RasPi_GPIO0_3V3 11|92 1072 RasPi_PCM_CLR_3V3
RasPi_GPIO37 3V3 13 |11 12147
RasPi_GPIOAT 3V3 5112 1476 RasPi GPIO111 3V3
77 |15 1618 RasPi_GPIOA0_3V3
RasPi_SPI_MO_3V3 19 |17 18 3p
RasPi 5Pl M 3V3 21 |19 0= RasPi_GPIO38_3V3
RasPi SPI CK 3V3 73 |21 22122 RasPi SPI CS 3V3
25 |22 24126 RasPi_GPIO%0 3V3
RasPi_SDA0_3V3 27 |2° 251728 RasPi_SCL0_3v3
RasPi_GPIOT 3V3 29 |27 2830
RasPi_GPIO26 33 31 |29 3032 RasPi PWMO 3V3
RasPi CMMCLKZ 3V3 33 |31 3237
RasPi_ PCM SYNC V3 35 | 33 36 RasPi_GPIO76 3V3
RasPi_GPIO28_3V3 37 |3° 3638 RasPi_PCM_DI_3V3
30 |37 38[p RasPi_PCM_DO_3V3
39 40
E-1-8. J7-12C_21/0
J7
R413 1 2 0R RO0603 1
EXT_3V3
V3 O—=par oo R430 1 m 2 OR_RO0603 2
SCL4_DIO R431 1 AN/ 2 0OR RO0603 3
DIO_INT R435 1 AA 2 0OR RO0603 4
R196 1 2 OR RO0603 5
5 2.54-1X5YB_B

page: 17 / 19
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E-1-9. J9- Supply power VSYS to VSYS_5G

VSYS VSYS_5G
o o

J9
HDR1x2_100M|L_TH

HDR1x2_100M|L_TH
| N — I

N~
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F. Contact Information

Sales@aglobalscaletechnologies.com

Globalscale Technologies, Inc.
1200 N. Van Buren Street
Anaheim, CA 92807

U.S.A.

Office: (714) 632 9239
Fax: (714) 632 7550
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